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PERFECT PARTNER  - TECHNICAL SPECIFICATIONS 
(International) 
 
1. STAGE 
 
1.1 Minimum performance area 12m wide x 10m deep x 7.5 m to grid. 
 
1.2 BLACK FLOOR 
To cover the entire stage area. 
 
1.3 BLACK CURTAINING. 
Full black curtain to the rear of the stage x2 
Black legs to mask screens x 2 pairs 
 
1.4 TABLE x 1 
60cm x 180cm x 70cm(high) for Sound/video/lighting operation 
Placed to the rear of the auditorium 
 
1.5 TABLES (onstage) 
60cm x 180cm x 70cm(high) x 1 
60cm x 90cm x 70cm(high) x 2 
Both must be VERY sturdy for DJ’s (pref steel deck) 
1.6 CHAIRS 
Height adjustable stool x 2 
1.7 VENUE CREW ( see attached schedule) 
sound engineers x 2 
Video Technician x 1 
Lighting Crew x 2 
Stage crew x 3 
 
1.8 PERFECT PARTNER PERSONNEL  
Technical Director x 1 
Company Manager x 1 
Sound Engineer x 1 
Av Technician x 1 
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Lighting Technician x 1 
Backline Engineer x1 

 
2. SOUND 
 
GENERAL INFO: Please note that we will present an extremely dynamic, yet 
subtle show and consequently will require a state of the art sound system. This 
system shall be able of evenly covering the entire listening area and must be 
able to reach loud (115db at mix position) levels without audible distortion. 
Artist will provide a Front of House engineer and will require at least 2 qualified 
sound company technicians. 
 
MAIN P.A: Speaker system of a reputable make (VDOSC, Adamson, Nexo, 
D&B are preferred) preferably a Line Array system. Systems should include 
appropriate amplification, system processing/X-overs, cables and all 
necessary rigging hardware etc. Number of boxes will depend on type of box 
and size of venue. Minimal total power capacity in Watts= Venue capacity x 
6. 
 
F.O.H. DESK: 24 inputs with 4 band parametric EQ, direct outputs, adjustable 
Hi-pass filters, switchable inserts, and 8 Auxiliaries. Audio subgroups, VCA’s 
and Matrix. Should include main and spare PSU. Preferred mixing consoles: 
Midas Heritage 3000, Heritage 2000, XL4 or XL3. (unacceptable are: Langley, 
Soudtracks, Peavey, Yamaha M-series, NO DIGITAL CONSOLES!) 
 
DRIVE: 3 ch. of 3rd. octave graphic EQ (Klark Teknik or equiv.); Left, Right and 
Subs driven from AUX output. Additional EQís for each additional system (ie. 
Infills, delays etc). System processors or X-overs should be at FOH. 
CD player and DAT recorder. 
 
PROCESSING: 8 quality compressors (BSS, DBX etc.) 4 quality noise gates with 
attack control (Drawmer 201,Aphex, BSS) 1 x Lexicon PCM 80 or 90 reverb 
unit, 2 x SPX 990, 1000 or 900 multi effects units, 1 x T.C. electronics 
delay unit. 
 
MONITOR SYSTEM: Console: 24 inputs with 4 band parametric EQ and 
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adjustable Hi-pass filters, 10 outputs 
(MIDAS XL 250, Heritage 3000, XL3) EQ: 8 Ch. Hi-quality 3rd octave graphic 
equalizers (Klark Teknik or XTA 
are prefered) (No Ashley, Rane etc.) Processing: 4 Ch. 
Gates(Drawmer/Aphex) 8 Ch. Comp/Lim.(Aphex/DBX) 1 
Multi FX unit(SPX900/990) Wedges: 10 x compact Bi-amped wedges (D&B M-
2) Side Fills: 2 x Full range Tri-Amped system Amps: Lab Grupen or Crown 
Amps with analog X-overs (PIP cards) or proprietary processing for 
the above; 5 groups of Wedges, Drums. 
 
STAGE: Comprehensive set of XLR cables , snakes, and splitters. 
FOH engineer: Aaron Mullan; aaron@sonicyouth.com ph: +1 410 703-8615 
 
2.1 BACKLINE 
 
Technics 1210 decks x 2 
DJM 600 Mixer x 1 
Black dressing for tables x 3 
Base Amp ( pref older models ie. AMPEG) x 1 
Fender Twin Reverb Amp x 2 
Drum kit x 1 
4 piece jazz style with white coated heads 
nb: no modern rock stuff with “clicky” sounding drums 
preferably thin, bright cymbals. provide hi-hats and two crash cymbals ( 16 
and 18”) 
Adjsutable seat x 1 
Step Down Transformer 220v-110v x 2 
 
2.2 Microphones and DI boxes  
(NB; please check with Sound Engineer if this will be needed) 
Di Boxes ( with cables - jack to jack) x 4 
Shure SM 58 Mics ( 4 onstage 1 at sound desk) x 5 
Shure SM 57 Mics x2 
Mics for drum kit x 1 set 
Boom Mic Stands x 5 
 



 
 
Electra Technical Specifications: PERFECT PARTNER 
 
Updated 20 October 2005 
 

4 

 
 
2.3 CONTROL POSITION 
Space central to the rear of the auditorium for the mixing desk and the 
lighting control. 
Positions to be advised by the producer/ 
No Contra charges are to be made by the promoter for the withdrawal of 
these seats from sale. 
 
3 AUDIO VISUAL 
NB. Projector details must be discussed with production manager at the 
outset  
 
SANYO PLC – XP 55 or 56 projectors x 2 OR BARCO G5 
Standard lens x 1 
.08 Lens x 1 
Pioneer 7300 Pro DVD player x 2 
Composite cable runs (to reach stage from back of auditorium x 2 
video monitors ( approx 15”) x 4 
video DA splitter and cables to enable 2 video feeds on stage 
 
3.1 Hanging positions 
Perfect Partner requires 2 pipes to hang projection screens from 
positions to be advised on receipt of your venues plans 
These bars hang at +7.5 m 

 
4. LIGHTING 

 
4.1 CONTROL 
2kw dimmers x 28 
Wholehog 2 lighting desk x1 
 
4.2 BAR TRIM 
We use one mid stage bar for hanging. trim is 7.5m 
 
4.3 LAMP STOCK 
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Company will tour gobos and colour, theatre to provide size A gobo holders 
26° Profiles at 575w x25 
36° Profiles at 575w x12 
50° Profiles at 575w x2 
Wybron CXI Scrollers x11 
http://theatrelighting.com/wybron_cxi_scroller.html 
3m booms x4 
floor stands x2 
Colour/gobos to be advised 
 
5 CREW 
SET UP : 2 X SOUND. 3 X STAGE. 2 X LIGHTING. 1 X AV 
SHOW: 1 X SOUND. 1 X STAGE. 1 X LIGHTING. 1 X AV 
STRIKE: 2 X SOUND. 3 X STAGE. 2 X LIGHTING. 1 X AV 
 
6 BACKSTAGE AND WARDROBE 
Single dressing rooms x 4 
Dressing room for show personnel ( 5 people) x 1 
Production office with access to ph/fax/internet x 1 
 
7 PARKING 
None is required 
 
8 HOSPITALITY 
A rider will follow with the contract. 

 
9 SET UP SCHEDULE 
Pior to the companies arrival 
pre rig all electrics ( plan to follow) - hang all masking - Lay dance floor 
DAY ONE 
0900-1300 
Venue crew call : 2 x sound 3 x stage 2 x Lx 1 x Av 
Install Pa 
Hang / mask screens 
Install AV Control position 
Install projectors 
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Install Back line - Line check 
Focus lights/additional rigging/commence plot 
1200-1300 
Venue crew call : 3 x stage 2 x Lx 1 x Av 
Lunch ( sound dept only) 
1300-1400 
Venue crew call : 2 x sound 
Sound check 
Lunch ( all depts bar sound) 
1400-1500 
Venue crew call : 2 x sound 2 x stage 2 x Lx 1 x Av 
Video rehearsal 
Lighting plot 
1500-1900 
Venue crew call : 2 x sound 2 x stage 2 x Lx 1 x Av 
Technical Rehearsals 
1900-1930 
Venue crew call : 2 x sound 1 x stage 2 x Lx 1 x Av 
Final checks 
1945 DOORS 
2000- 2115 SHOW 
Venue crew call : 2 x sound 1 x stage 1 x Lx 1 x Av 
2130- 2330 STRIKE 
Venue crew call : 2 x sound 3 x stage 2 x Lx 1 x Av 
 
10 THE PERFORMANCE [ Duration / notable items] 
70 minutes without an interval 
 
11 DRAWINGS/PLANS 
Drawing and full tech specifications of the venue to be sent four months prior 
to presentation, to; 
 
Changes or alterations to this spec must be authorised by Electra  
 
12 SIGNING OFF 
Please initial each page of this rider to show that you have read, understood 
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and agree to its contents. 
 
 
 
 
PRODUCER 
ELECTRA 
Lina Dzuverovic  
40 Rosebery Avenue 
London EC1R 4RX 
phone: +44 (0) 207 837 3131 
lina@electra-productions.com 
 


